existing non-historic floor between Shop
'Cottage’ Bedroom & Bedroom upgraded with 2 layers |5mm
fireline board below

modern floor

service counter
‘\ 14 . ing f di 900L di extraction equipment located

service counter jopening formed in jrencer internally, flue to project out through
masonry wall - new lintel; _.mUm__» 5004 fan modern roof; all within new 60min.

8 plaster to matcH surroundings (gypsum fireproof cupboard;

© : . . carbon panel all as agreed in detail with Env. Health

opening plaster finish on|modern structure - _Nooxoooimm - internal fanned filtration system is
no impact on any historjc fabric) o P e preferable to external equipment
1500
o
&
kitchen
Bell Hill House outside outside
INTERNAL SECTION EE

INTERNAL SECTION AA

timber cover-plate along join in
sloped ceiling lining

assumed floor
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glazed screen, mostly fixed panels, fixed at
edges only, frames butted up to underside
downstand of downstand beam; oak studs to indicate
beam line of original historic wall line;
decorative pattern on glass to comply with
B. Regs; door can be propped open, as it
does not form part of sound proofing.

new|portal frame in
front of door to carry
central beams

new support posts for
ceiling to sit on existing
concrete floor

Bell Hill House outside outside Entrance area Bell Hill House
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Standard Detail I RockwooL

Reference:|AS-0022

mmmc Bma *_OO—) Region:|England & Wales Part E / Northern Ireland Part G
Build:|Material Change of Use > OQO _ . _ 0 ZOHmm >n_n_mn_

2 Type: |Separating Floor Ref. Date Revision

Construction:|Timber Frame Independent Ceiling
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Product(s):[ROCKWOOL Flexi® Ensure all dimensions are checked on site prior to ordering of
Performance:|Meets D, 43 dB Airborne / L'y, 64 dB Impact prefabricated elements. Ensure minimum headroom requirements
are met for all staircases.

Do not scale from this or any other drawing. Any discrepancies,
contact the issuer.

This drawing or any of its contents cannot be used except with the
express written permission of the issuer. Without such permission
no responsibility is taken for its content.

G — v — ROBERTS.MOLLOY ASSOCIATES
architects and consultants

new ceiling supported off new wall lining, new independent timber stud walls &

new ceiling does not touch the existing; ceiling, all sealed all round,

no historic fabric affected; work is with Rockwool Flexi |00mm, provides

reversible; headroom is maintained; as 43dB Airborne acoustic separation;

discussed with Heritage Officer no upgrading fixed to existing ceiling as
this is lath and plaster (see Rockwool
Data Sheet for relevant note)
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3 church lane ROBERTS MOLLOY ASSOCIATES ©

® bressingham diss Tel: 01379 687705

. . norfolk
SOLUTION 3 - ADE Construction guidance IP22 2AE E-mail: info@robertsmolloy.co.uk

specifications for Material change of use
Separating Timber floor treatment 1: CLIENT:
Independent ceiling with absorbent material MR. Y. KARAKUS

« Existing floor boards & joists New FD60 flush fire door
« Existing ceiling upgraded to 20Kg/m? (where the existing ceiling is ZO 3OC_n:—._MM. N—.n—iﬁ—.w<m _uWOhmn._.”

not lath & plaster, it should be upgraded to provide at least 2 layers . ,.

of plasterboard to provide min total mass 20Kg/m?) to BNHH_J mx_wﬁ_sm QOO—.w |_|_I_ m O_IU Z m/\/\m}mmzl_lm

* New m:n_ov.u:a.nwn ceiling joists with 100mm Rockwool Flexi wm_l_l _I___I_l nol_||_|>m m. W_O_A_ZO_I_}_I_I
between new joists | NO@>_

« 2 layers of plasterboard (staggered joints) to provide min total mass

outs m Q e 20Kg/m? (eg 2x15mm standard plasterboard)

Bell Hill House

Entrance area
TITLE:

Notes: PROPOSED INTERNAL SECTIONS & DOOR,
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Existing ceiling upgraded to 20 kg/m?. Dm|_|>_ _Im Nn mvmn_m_n»?l_l_oz Zol_|mm

.|New independent joists with minimum 100mm ROCKWOOL Flexi®.

_ _ _ Sale1.20; 1:50@AIl | P 10.'18
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For more detailed guidance, please see the full ROCKWOOL guide to Part E available on our website. _ HNO hom No. DRG No.
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technical.solutions@rockwool.com




